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RECTANGULAR DUCT
SILENCER
MODEL: R50/200

DATA SHEET No : 20/1100/F/002E

HE,

ALDERSHOT, HANTS. GU111TT.
TEL: +44 (0) 1252 344222

e-mail; se@nendle.co.uk

B Construction to DW 144

B Leskageto DW 144
Pressure Class - C. standard
Pressure Class - D. available

B Slide on flanges to suit
interconnecting ductwork

B Rolled angle flanges - drilled and
undrilled available

M High performance acoustic splitters
B Low energy splitter configurations

B Hot dipped galvanised casingsto

Bl Nacokleen Strata - Environmentally
friendly, acoustic media, retained
behind perforated galvanised sheet
steel to BS 2989

Il Computer aided silencer design for
cost effective selections

B Silencers supplied where specified
with integral transformation sections
to match interconnecting ductwork
providing savings in cost and space

B Silencer application and technical

BS 2989 support available on request
H AIRFLOW — =

HIGH PERFORMANCE ACOUSTIC SPLITTER LOW ENERGY CONFIGURATION
STANDARD DIMENSIONS MODEL DESIGNATION : R50/200
LENGTH (L) 600 900 1200 1500 1800 2100 2400
WIDTH (W) INCREMENTSOFHALF MODULESOF : 250
HEIGHT (H) TO SUIT CUSTOMER REQUIREMENTS
(Dimensionsin mm.)

L - S rEe QY

Nendle reserve the right to update equipment design at anytime without prior notice.




TECHNICAL DATA
MODEL: R50/200

DATA SHEET No : 20/1100/B/001E

TABLE1. DYNAMIC INSERTION LOSS (F.V. @ 2m/s)

MODEL 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz
R50/200-600 DIL 5 13 18 26 43 48 46 42
R50/200-900 DIL 9 16 25 38 48 50 50 50
R50/200-1200 DIL 11 20 32 49 50 50 50 50
R50/200-1500 DIL 14 24 38 50 50 50 50 50
R50/200-1800 DIL 15 28 45 50 50 50 50 50
R50/200-2100 DIL 16 30 49 50 50 50 50 50
R50/200-2400 DIL 18 36 50 50 50 50 50 50

TABLE2. DYNAMIC INSERTION LOSSCORRECTIONS. (UP TO 50 DEGREES CENTIGRADE).

FACE VELOCITY 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz
-5 INLET +2 +2 +3 +3 +3 +2 +3 +4
-3 INLET +1 +1 +1 +1 +2 +1 +2 +3
+3 OUTLET -1 -1 -1 -2 -1 0 -2 -2
+5 OUTLET -2 -2 -3 -4 -3 -2 -3 -2

TABLE 3. SILENCER SELF-NOISE. (SWL:dB re:10"”> WATTS, PER m°FACE AREA).

FACE VELOCITY 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz
-2 INLET 48 45 39 34 34 35 26 20
-3 INLET 51 49 51 61 62 53 43 28
-4 INLET 57 56 58 66 68 62 53 39
-5 INLET 63 64 63 70 71 64 59 48
-7 INLET 66 68 69 71 75 71 68 58
+2 OUTLET 49 42 37 35 35 32 27 16
+3 OUTLET 50 43 41 46 44 37 29 19
+4 OUTLET 56 53 50 52 50 46 40 22
+5 OUTLET 60 56 55 57 55 51 36 33
+7 OUTLET 67 74 67 63 62 65 59 54

CORRECTION FOR FACE AREA - 10x (log A)

AREA (A) 0.25 0.5 1 2 4 6 8 12 m
CORRECTION -6 -3 0 3 6 8 9 11 dB
MODEL R50/200
150
135
120
& 105
5
m %
[a] /T/
w75
7
o
B 45
0 Ja e
15 éfé%?
0 ,4-.———*’(
0.25 05 0.75 1 1.25 15 1.75 2 2.25 25 2.75 3
FACE VELOCITY mvsec.
—o— 600 PD —0— 900-1200 PD —e— 1500-1800 PD —a— 2100-2400 PD
E&EO
HEAD OFFICE: SOUTH WEST REGIONAL OFFICE:
HEEEe e e
e-mail: se@nendle.co.uk  web site: www.nendle.co.uk

Nendle reserve the right to update equipment design at anytime without prior notice.




RECTANGULAR DUCT
SILENCER
MODEL: R75/200

DATA SHEET No : 20/1150/F/002E

[l Construction to DW 144 [l Nacokleen Straa - Environmentally
friendly, acoustic media, retained
B Leskageto DW 144 behind perforated galvanised sheet
Pressure Class - C. standard steel to BS 2989
Pressure Class - D. available
B Slide on flanges to suit [l Computer aided silencer design for
interconnecting ductwork cost effective selections
B Rolled angle flanges - drilled and
undrilled available B Silencers supplied where specified
with integral transformation sections
B High performance acoustic splitters to match interconnecting ductwork
providing savings in cost and space
B Low energy splitter configurations
B Hot dipped galvanised casings to B Silencer application and technical
BS 2989 support available on request
H AIRFLOW —
- w - L
HIGH PERFORMANCE ACOUSTIC SPLITTER LOW ENERGY CONFIGURATION
STANDARD DIMENSIONS MODEL DESIGNATION : R75/200
LENGTH (L) 600 900 1200 1500 1800 2100 2400
WIDTH (W) INCREMENTSOFHALFMODULESOF : 275
HEIGHT (H) TO SUIT CUSTOMER REQUIREMENTS

(Dimensionsin mm.)

HEAD OFFICE:

TACITUS HOUSE, 153 HIGH STREET,

ALDERSHOT, HANTS, GU111TT.

TEL: +44 (0) 1252 344222 FAX: +44 (0) 1252 333782

e-mail: se@nendle.co.uk  web site: www.nendle.co.uk

Nendle reserve the right to update equipment design at anyti

SOUTH WEST REGIONAL OFFICE:
THE SHIP, WEST STREET, BANWELL, SOMERSET, BS296DA.
TEL:+44 (01934820777 FAX: +44 (0) 1934 820682

e-mail; co.uk web site: nendle.co.uk
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